
Fitting Report for MMA2

Description: Melinder, Methanol
Source: Åke Melinder. Properties of Secondary Working Fluids for Indirect System...

     Morten Juel Skovrup. SecCool Properties v1.33. IPU Refrigeration and Ene...
Temperature: -50.0 °C to 20.0 °C
Composition: 7.8 % to 47.4 %, mass

Density: data to polynomial (4, 6)
Spec. Heat: data to polynomial (4, 6)

Th. Cond.: data to polynomial (4, 6)
Viscosity: data to exppolynomial (4, 6)

Psat: no information
Tfreeze: data to exppolynomial (1, 6)

Legend: data function bounds error  

40 20 0 20
Temperature (°C)

920

930

940

950

960

970

980

990

De
ns

ity
 (k

g/
m

3 )

showing x=0.27

0.04

0.02

0.00

0.02

0.04

re
l. 

Er
ro

r (
%

)

40 20 0 20
Temperature (°C)

3200

3400

3600

3800

4000

4200

He
at

 C
ap

ac
ity

 (J
/k

g/
K)

showing x=0.27

0.04

0.02

0.00

0.02

0.04

re
l. 

Er
ro

r (
%

)
40 20 0 20

Temperature (°C)

0.35

0.40

0.45

0.50

0.55

Th
er

m
al

 C
on

du
ct

iv
ity

 (W
/m

/K
)

showing x=0.27

0.04

0.02

0.00

0.02

0.04

re
l. 

Er
ro

r (
%

)

40 20 0 20
Temperature (°C)

10 2

Dy
na

m
ic 

Vi
sc

os
ity

 (P
as

)

showing x=0.27

0.04

0.02

0.00

0.02

0.04

re
l. 

Er
ro

r (
%

)

0.0 0.2 0.4 0.6 0.8 1.0
Temperature (°C)

100

101

Sa
tu

ra
tio

n 
Pr

es
su

re
 (P

a)

No saturation state information
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